
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

Rod 
Size 

A B C 
Drive Screw  

Size 

Max. Rec. 
Load Wt. Each 

lbs. Kn lbs. kg 

3/8 23/16 (55.56) 9/16 (14.29) #12 x 11/2 250 (1.11) .13 (.06) 

1/2 23/4 (69.85) 3/4 (19.05) #14 x 11/2 480 (2.14) .25 (.11) 

UPPER ATTACHMENTS 
 

Fig. 905 

SIDE BEAM 

CONNECTOR 

Unless otherwise specified, all dimensions on drawings and in charts are in inches and dimensions shown in parentheses are in millimeters. 

FUNCTION:  Designed for attaching hanger rod to the side of wooden beams or 

walls. Normally secured in place with Fig. 48 wood drive screw. 

APPROVALS:  Complies with Federal Specifications A-A-1192A (Type 34) and 

Manufacturers' Standardization Society ANSI/SP-69 and SP-58 

(Type 34). 

MATERIAL:  Malleable iron 

FINISH: Plain or Electro-galvanized 

ORDERING:  Specify rod size and figure number. 


